2.1.2

INTRODUCTION

4

Since the SECONDARY message modifies the applicability of
the PRIMARY message on a SELECTIVE RESTRICTION
sign it is strongly recommended that the backing or signboard
for these signs be manufactured from one piece of material.

5

Care
shall
be
exercised
not
to
confuse
SUPPLEMENTARY PLATE signs IN11 with SELECTIVE
RESTRICTION SECONDARY message signs (see
Subsection 2.1.6).

2.1.5
1

is for PERMANENT use (an R series sign) or TEMPORARY
use (a TR series sign), since this determines the sign colours
in all regulatory sign sub-classes EXCEPT the CONTROL
sign sub-class. Signs in the CONTROL sign sub-class
shall only be supplied in PERMANENT colours.
2

High Visibility

All sign pages in this Chapter repeat the sign colour
information given in Volume 1. If there is any doubt refer to
Volume 1 to the individual sign page, Section 2.0, or see
Subsections 1.4.4, 2.1.5 and 5.2.6 and Figure 1.8 in Volume
1.

Regulatory signs may be incorporated into a HIGH
VISIBILITY background to increase sign conspicuity. Such
signs are commonly specified in a TEMPORARY form for use
at roadworks. The HIGH VISIBILITY background shall be fully
retroreflective (see Volume 1, Section 2.8).

2.1.9
1

Sign materials will normally be specified with an order.
Recommendations on types of material and methods of
manufacture are covered in Volume 1, Chapter 1.

2

Dimensional details specific to HIGH VISIBILITY background
signs are given in Figures 2.16 to 2.23, and Figure 2.27.

2

3

HIGH VISIBILITY backgrounds may be used with regulatory
signs in one of three standard sizes. The 900 mm x 1200 mm
size is only recommended for use in urban areas, and only
when side space to accommodate a sign is extremely limited.

Regulatory signs for use at roadworks, which require the use
of red and yellow retroreflective materials, shall be
manufactured so that the yellow retroreflective material has a
reflectivity at least 3,5 to 4 times that of the red
retroreflective materials. When such signs are to be located
close to traffic, careful attention should be paid to the material
specification to ensure that signs are not so bright as to cause
unnecessary glare. Care should also be exercised in this
regard to ensure adequate daytime luminance is achieved
from the yellow retroreflective background (see Chapter 1).
From time to time new materials become available. Whilst
these are commonly more costly than standard materials
serious consideration should always be given to their use,
within the scope of the basic colour code, for difficult signing
situations.

2.1.6
1

2.1.7
1

De-Restriction Signs

Section 2.8 details a selection of typical DE-RESTRICTION
signs. Refer to Volume 1, Chapter 2, Section 2.9 for details of
limitations on the use of DE-RESTRICTION signs.

Supplementary Plates

Regulatory signs, including HIGH VISIBILITY background
signs, may be specified for installation in combination with a
SUPPLEMENTARY PLATE sign IN11 (see Volume 1,
Sections 2.1 and 2.8).

2

Supplementary plates shall be manufactured using the same
class of retroreflective material as the regulatory sign with
which they are to be combined.

3

Dimensional details and colours of typical supplementary
plates are covered in Chapter 9.

2.1.8
1

Materials of Manufacture

2.1.10 National Variants
1

A number of signs may be required in a mirror image form for
use in Angola. These are indicated by an extra sign no. e.g.
R6-Ang.

2

A number of signs which include text may be required in
Portuguese for Angola and Mozambique. These are detailed
in Section 2.9 - National Variants.

Colours

The manufacturers shall be advised whether the required sign
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2.1.3

INTRODUCTION

NOTES:
(1) The sign dimensions indicated by letter in the diagram above
are tabulated for each standard COMMAND sign size on the
individual sign pages in Section 2.3.
(2) All dimensions are given in millimetres.
(3) The above diagram illustrates both PERMANENT and
TEMPORARY COMMAND signs. The border of the
PERMANENT sign, which is white, has a width “b” whereas
the border of the TEMPORARY sign, which is black, has a

Fig 2.1
MAY 2012

width of “2/3b” and it is set in from the edge of the sign a
distance of “1/3b”.
(3) Border widths are amended for signs used on HIGH
VISIBILITY background signs (see Figures 2.12 to 2.19 and
Figure 2.23).
(4) Refer to individual sign pages for complete details of sign
colours.

Dimension Layout : Command Signs
SADC – RTSM – VOL 4
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INTRODUCTION

2.1.4

NOTES:
(1) The sign dimensions indicated by letter in the diagram above
are tabulated for each standard PROHIBITION sign size on
the individual sign pages in Section 2.4. This diagram applies
only to PROHIBITION signs without a diagonal slash (see
Figures 2.3 and 2.4.
(2) All dimensions are given in millimetres.

Fig 2.2
REGULATORY

(3) The above diagram illustrates both PERMANENT and
TEMPORARY PROHIBITION signs without a diagonal slash.
(4) Refer to individual sign pages for details of sign colours.
(5) See Figures 2.12 to 2.19 and Figures 2.23 for HIGH
VISIBILITY background treatment.

Dimension Layout : Prohibition Signs (Without a Diagonal)
SADC – RTSM – VOL 4
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2.1.5

INTRODUCTION

NOTES:
(1) The sign dimensions indicated by letter in the diagram above
are tabulated for each standard PROHIBITION sign size on
the individual sign pages in Section 2.4. This diagram applies
only to PROHIBITION signs with a diagonal slash which is
located symmetrically about the centre point of the circular
sign (see Figures 2.2 and 2.4).

diagonal slash. The slash may be from lower left to upper
right of the sign, or from lower roght to upper left. The angle
subtended at the horizontal centre line varies from sign to
sign to best suit the symbol in use. The diagonal slash is
located by letters “d”, “g” and “h”, “m”.
(4) Refer to individual sign pages for details of sign colours.

(2) All dimensions are given in millimetres.
(3) The above diagram illustrates both PERMANENT and
TEMPORARY PROHIBITION signs with a symmetrical

Fig 2.3
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(5) See Figures 2.12 to 2.19 and Figure 2.23 for HIGH
VISIBILITY background treatment.

Dimension Layout : Prohibition Signs
(With a Symmetrical Diagonal)
SADC – RTSM – VOL 4
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INTRODUCTION

2.1.6

NOTES:
(1) The sign dimensions indicated by letter in the diagram above
are tabulated for each standard PROHIBITION sign size on
the individual sign pages in Section 2.4. This diagram applies
only to PROHIBITION signs with a diagonal slash which is
located asymmetrically in relation to the centre point of the
circular sign (see Figures 2.2 and 2.3).
(2) All dimensions are given in millimetres.
(3) The above diagram illustrates both PERMANENT and
TEMPORARY PROHIBITION signs with an asymmetrical

Fig 2.4
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diagonal slash. The slash may be from lower left to upper
right of the sign, or from lower roght to upper left. The angle
subtended at the horizontal centre line varies from sign to
sign to best suit the symbol in use. The diagonal slash is
located by letters “d”, “g” and “h”, “m”.
(4) Refer to individual sign pages for details of sign colours.
(5) See Figures 2.12 to 2.19 and Figure 2.23 for HIGH
VISIBILITY background treatment.

Dimension Layout : Prohibition Signs
(With an Asymmetrical Diagonal)
SADC – RTSM – VOL 4

MAY 2012

2.1.7

INTRODUCTION

NOTES:
from the grid squares.

(1) The sign dimensions indicated by letter in the diagram above
are tabulated for each standard symbol used on
RESERVATION signs on the individual sign pages in Section
2.5. These symbols are used on both RESERVATION and
PARKING RESERVATION signs.

(4) All dimensions are given in millimetres.

(2) The details given on the grid squares in Section 2.5 refer, with
few exceptions, to the symbols used on RESERVATION
signs and not the whole sign as in Sections 2.3 and 2.4.

(6) Border treatment is amended for signs used on HIGH
VISIBILITY backgrounds (see Figures 2.13 and 2.15).

(3) Detail of the designatory letter “R” is given on grid squares in
Figure 2.7. The letter “R” is NOT in the DIN 1451 Style and
should be considered as a symbol for the purpose of use on
this class of sign and should be produced by enlergement

Fig 2.5
MAY 2012

(5) The above diagram illustrates both PERMANENT and
TEMPORARY RESERVATION signs.

(7) Refer to individual sign pages for details of sign colours.
(8) Public Transport “Stop” Reservation signs have different sizes
and dimensional details (see Figure 2.8).

Dimension Layout : Reservation Signs
SADC – RTSM – VOL 4
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INTRODUCTION

2.1.8

NOTES:
(1) The notes for Figure 2.5 refer equally to this Figure except
that the letter “R” is replaced by the letter “P” and the signs
referred to by this diagram are the PARKING RESERVATION
signs
also
detailed
in
section
2.5.

Fig 2.6
REGULATORY

(2) The letter “P” on PARKING RESERVATION signs shall
always appear above the symbol, and the letter “R” on the
RESERVATION signs shall always appear below the symbol.

Dimension Layout : Parking Reservation Signs
SADC – RTSM – VOL 4
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2.1.9

INTRODUCTION

NOTES:
(1) The Details given on this page for the letters “R”
and “P” apply only to RESERVATION and
PARKING RESERVATION signs as detailed in
Section 2.5. These letters are NOT in the DIN
1451 style and should be considered as symbols
for the purpose of this class of sign and shouls be
produced by enlargement from the grid squares.
For details of letters for general use see Chapter
11.
(2) The values of the enlargement factor “A” for “R”
and “P” for diffetent sign sizes are tabulated above
and below respectively.

Fig 2.7
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Primary Letter Symbols for ReservationSigns
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INTRODUCTION

2.1.10

NOTES:
(1) The dimensions indicated by letter in the diagram above are
tabulated for each standard symbol used on STOP
RESERVATION signs in Section 2.5.
(2) All dimensions are given in millimetres.
(3) Extra material should be provided by which the signs
may be attached to their supports. Examples are given in
Volume 1, Section 2.5.
(4) The top segment of the sign may contain the logo or initials of
one or two public transport operators, or the text “ALL
BUSES”, or MINI BUSES” if more than two operators are
permitted to use the stop Logos should be sized to just fit
within the fixed area provided. Logos may be displayed in

Fig 2.8

their appropriate colours. If text is used it shall be white on a
blue background.
(5) The lowest segment of the sign may be used to display a
range of public transport service information related to zones,
fare stages, or service manes or destinations. This
information should be sized to fit within the area provided.
Free use may be made of colours and letter styles in the
lowest segment.
(6) STOP RESERVATION signs should be manufactured as
double-sided signs to allow pedestrians and drivers to read
them from both sides.

Dimension Layout : Public Transport “Stop” Reservation Signs

REGULATORY
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2.1.11

INTRODUCTION

NOTES:
(1) The sign dimensiones indicated by letter in Detail
2.9.1
are
tabulated
for
each
standard
COMPREHENSIVE sign size in Section 2.6. Only
those additional letters referring to the red cross used
on DE-RESTRICTION sign and indicated in Detail
2.9.2 are tabulated below. Examples of typical DERESTRICTION signs are given in Section 2.8.
(2) Where relevant the diagrams refer to both
PERMANENT and TEMPORARY COMPREHENSIVE
and DE-RESTRICTION signs.
(3) Refer to individual sign pages for details of sign
colours.
(4) See Figures 2.12 to 2.19 and Figure 2.23 for HIGH
VISIBILITY background treatment.

Detail 2.9.1 Comprehensive Signs

Detail 2.9.2 De-Restriction Signs

Fig 2.9
MAY 2012

Dimension Layout : Comprehensive and De-Restriction Signs
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2.1.12

NOTES:
(1) These notes apply for Figures 2.10 and 2.11.
(2) The upper part of a SELECTIVE RESTRICTION sign may,
within the principles given in Volume 1, Chapter 2, consist of
one of a wide range of standard circular or rectangular
regulatory signs and will contain the PRIMARY message.
These parts of the signs shall conform to the dimensional
requirements given in Figures 2.1 to 2.7 and Sections 2.2 to
2.5.
(3) The lower part of a SELECTIVE RESTRICTION sign shall
consist of an exclusive message as detailed in Section 2.7.
This will comprise the SECONDARY message which qualifies
the PRIMARY message and makes it "selective" in its
applicability. The message may be in the form of text or a
symbol.
(4) The dimensions "X", "Y" and "h" are unique to SELECTIVE
RESTRICTION signs. Their values are tabulated on page
2.1.13 in relation to standard values of "W". It should be noted
that border width "b" for SECONDARY message signs is the
same as for rectangular RESERVATION, COMPREHENSIVE
or DE-RESTRICTION signs, whether the secondary message
sign is used with a circular or rectangular regulatory sign. The
corner radius of the secondary message sign "R" is equal to
"2b". The values of "L" and "H" are also tabulated here for
ease of correlation. The range of values of "W" is limited to

Fig 2.10
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the most likely sizes, namely 340 mm to 1200 mm. The value
of "W" to be used shall equal the diameter "L" of the circular
PRIMARY sign or the width "W" of the rectangular PRIMARY
sign.
(5) Signs (R)501, (R)502, (R)503, (R)504, (R)505, (R)506,
(R)532, (R)533, (R)534, and (R)535 use unique values for "h",
the height of the SECONDARY MESSAGE sign. These
values are given on individual sign pages.
(6) It is recommended that these signs be constructed from one
piece of material.
(7) These diagrams illustrate both PERMANENT
TEMPORARY SELECTIVE RESTRICTION signs.

and

(8) All dimensions are given in millimetres.
(9) Refer to individual sign pages for details of sign colours.
(10) SELECTIVE RESTRICTION signs may be required on a
HIGH VISIBILITY background (see Figures 2.16 and 2.17).
(11) A distance or advisory speed does not constitute a
SECONDARY MESSAGE. (Refer to SUPPLEMENTARY
PLATE signs IN11 in Volume 1, Chapter 5 or Chapter 9 of
this Volume.)

Dimension Layout : Selective Restriction Signs
(Circular Primary Sign)
SADC – RTSM – VOL 4
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2.1.13

INTRODUCTION

Fig 2.11
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Dimension Layout : Selective Restriction Signs
(Rectangular Primary Sign)
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2.1.14

COLOURS:
PERMANENT
Background:
Border:
Regulatory sign:
Inner border:

White retroreflective
Red retroreflective
Standard colours retroreflective
Black semi-matt (COMMAND signs)

TEMPORARY
Background:
Border:
Regulatory sign:

Yellow retroreflective
Black semi-matt
Standard colours retroreflective

NOTES:
(1) The sign dimensions indicated by letter for circular regulatory
signs are tabulated for each standard sign size on individual
sign pages in Sections 2.3 and 2.4. The detail indicates
COMMAND signs by border width “b1” and PROHIBITION
signs by border width “b2” although these dimensions are
simply indicated by “b” in the individual sign dimension tables.
(2) Additional dimensions indicated by letter relating to HIGH
VISIBILITY backgrounds are tabulated above for standard
background sizes. Refer to Figure 2.14 for HIGH VISIBILITY
background Type RB-A which allows for a limited text
message. Refer also to Figure 2.16 for HIGH VISIBILITY

Fig 2.12
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background Type RC which may offer adequate conspicuity
for circular signs.
(3) PERMANENT COMMAND signs require an additional black
border of width “1/3b1” outside the circle. The width of black
border of a TEMPORARY COMMAND sign on a HIGH
VISIBILITY background shall be increased from “2/3b1” to
“b1”.
(4) HIGH
VISIBILITY
signs
may
be
used
with
SUPPLEMENTARY PLATE sign IN11 (see Chapter 9) –
NOTE – all IN11 or TIN11 sign borders shall be black semimatt.

High Visibility Background Sign - Type RA-A
SADC – RTSM – VOL 4
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2.1.15

INTRODUCTION

COLOURS:
PERMANENT
Background:
Border:
Regulatory sign:
Inner border:

White retroreflective
Red retroreflective
Standard colours retroreflective
Black semi-matt (RESERVATION signs)

TEMPORARY
Background:
Border:
Regulatory sign:

Yellow retroreflective
Black semi-matt
Standard colours retroreflective

NOTES:
(1) The sign dimensions indicated by letter for rectangular
regulatory signs are tabulated for each standard sign size on
individual sign pages in Sections 2.5 and 2.6.

(3) PERMANENT RESERVATION or PARKING RESERVATION
signs require an additional black border of width “1/2b” to
define them against the gackground.

(2) Additional dimensions indicated by letter relating to HIGH
VISIBILITY backgrounds are tabulated above for standard
background sizes. This layout is suitable for PERMANENT or
TEMPORARY RESERVATION, PARKING RESERVATION,
COMPREHENSIVE
or
DE-RESTRICTION
signs.

(4) HIGH
VISIBILITY
signs
may
be
used
with
SUPPLEMENTARY PLATE sign IN11 (see Chapter 9) –
NOTE – all IN11 or TIN11 sign borders shall be black semimatt.

Fig 2.13
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High Visibility Background Sign - Type RA-B
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2.1.16

COLOURS:
PERMANENT
Background:
Border:
Regulatory sign:
Inner border:
Text:

White retroreflective
Red retroreflective
Standard colours retroreflective
Black semi-matt (COMMAND signs)
Black semi-matt

TEMPORARY
Background:
Border:
Regulatory sign:
Text:

Yellow retroreflective
Black semi-matt
Standard colours retroreflective
Black semi-matt

NOTES:
(1) All details, other than vertical spacings, for this variation of a
HIGH VISIBILITY background for circular regulatory signs are
as given in Figure 2.12.
(2) A simple text message may be placed in the lower portion of
the sign. This should be kept to a minimum but may occupy
two lines in special cases for which the letter size and
relevant spacing will need to be reduced to approximately half
of the values given above. The use of DIN 1451 Part 2 Style
“A” letters In upper and lower case is recommended. These

Fig 2.14
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should be applied in black semi-matt material.
(3) This text space shall not be used for the display of distance
messages.
(4) HIGH
VISIBILITY
signs
may
be
used
with
SUPPLEMENTARY PLATE sign IN11 (see Chapter 9). NOTE
– all IN11 ot TIN11 sign borders shall be black semi-matt.

High Visibility Background Sign - Type RB-A
SADC – RTSM – VOL 4
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2.1.17

INTRODUCTION

COLOURS:
PERMANENT
Background:
Border:
Regulatory sign:
Inner border:
Text:

White retroreflective
Red retroreflective
Standard colours retroreflective
Black semi-matt (RESERVATION signs)
Black semi-matt

TEMPORARY
Background:
Border:
Regulatory sign:
Text:

Yellow retroreflective
Black semi-matt
Standard colours retroreflective
Black semi-matt

NOTES:
SUPPLEMENTARY PLATE sign IN11 (see Chapter 9). NOTE
– all IN11 ot TIN11 sign borders shall be black semi-matt.

(1) See notes for Figures 2.5 to 2.7, 2.9 and 2.12 to 2.14.
(2) HIGH

VISIBILITY

Fig 2.15
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signs

may

be

used

with

High Visibility Background Sign - Type RB-B
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2.1.18

COLOURS:
PERMANENT
Background:
Border:
Regulatory sign:
Inner border:

White retroreflective
Red retroreflective
Standard colours retroreflective
Black semi-matt (COMMAND signs)

TEMPORARY
Background:
Border:
Regulatory sign:

Yellow retroreflective
Black semi-matt
Standard colours retroreflective

NOTES:
(1) This Figure combines the details of Figures 2.10 and 2.14.
The notes given with these two figures shall be read with
these notes.
(2) This HIGH VISIBILITY background sign may be used with
COMMAND or PROHIBITION regulatory SELECTIVE
RESTRICTION signs.

Signs are tabulated for each standard sign size on individual
sign pages in Section 2.7.
(4) HIGH VISIBILITY signs may be used with
SUPPLEMENTARY PLATE sign IN11 (see Chapter 9). NOTE
– all IN11 ot TIN11 sign borders shall be black semi-matt.

(3) The values of “e”, “f”, “j” and “k” for individual primary signs in
Sections 2.3 and 2.4 and “d” and “e1” for the secondary

Fig 2.16
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High Visibility Background Sign - Type RB-A
Circular Based Selective Restriction Sign
SADC – RTSM – VOL 4
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2.1.19

INTRODUCTION

COLOURS:
PERMANENT
Background:
Border:
Regulatory sign:
Inner border:

White retroreflective
Red retroreflective
Standard colours retroreflective
Black semi-matt (RESERVATION signs)

TEMPORARY
Background:
Border:
Regulatory sign:

Yellow retroreflective
Black semi-matt
Standard colours retroreflective

NOTES:
(1) This Figure combines the details of Figures 2.11 and 2.15.
The notes given with these two figures shall be read with
these notes.
(2) This HIGH VISIBILITY background sign may be used with
RESERVATION
or
COMPREHENSIVE
regulatory
SELECTIVE RESTRICTION signs.

individual primary signs in Sections 2.5 and 2.6 and for the
exclusive secondary signs in Section 2.7.
(4) HIGH
VISIBILITY
signs
may
be
used
with
SUPPLEMENTARY PLATE sign IN11 (see Chapter 9). NOTE
– all IN11 ot TIN11 sign borders shall be black semi-matt.

(3) The values of dimension letters given in the figure which are
not given in the table above can be found for

Fig 2.17
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High Visibility Background Sign - Type RB-B
Rectangular Based Selective Restriction Sign
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2.1.20

NOTES:
(1) A Type RC HIGH VISIBILITY background sign may be used
on its own without a complimentary warning sign as an
alternative to a Type RA-A gackground.

(3) This background type is not appropriate for rectangular
regulatory signs or selective restriction signs.
(4) See Figure 2.12 for colour details.

(2) See notes

for

Figures

Fig 2.18
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2.1 to 2.3,

2.12 and 2.15.

High Visibility Background Sign
Regulatory/Warning Combination – Type RC
SADC – RTSM – VOL 4

MAY 2012
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2.1.21

NOTES:
(3) This background type is not appropriate for rectangular
regulatory signs or selective restriction signs.

(1) See notes for Figures 2.1 to 2.4, 2.12 and 2.15.
(2) This background type may be used for PERMANENT or
TEMPORARY signing and may use a combination of
COMMAND and PROHIBITION signs or two signs of one
sub-class, or in limited cases, two examples of the same sign
e.g.
R103
or
TR103.

Fig 2.19
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(4) See Figure 2.12 for colour details

High Visibility Background Sign – 2 x Regulatory - Type RD
SADC – RTSM – VOL 4
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2.1.22

NOTES:
(1) The arrow types illustrated in this figure, which are also used
on warning signs, have different dimensional characteristics
to those used on guidance signs.
(2) Manufacture of the relevant arrows may be achieved by
enlargement using factor “a” as indicated on each relevant
sign page or by using the details above. Each arrow shape is
related to the shaft width “s”, which is specified for each sign
size in the dimensaions table for relevant signs. The arrow
length is also specified on individual sign pages or by
factoring
using
“a”.

Fig 2.20
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(3) For signs R2.2 and R213 use arrow Type A.
(4) For signs R1.2, R6, R103, R105, R106, R107, R108, R109,
R209, R210, R211, R212 and exclusive secondary message
signs (R)520, (R)521 and (R)522, and their temporary
equivalents, use arrow Type B.
(5) For signs R203, TR203, R4.1, R4.2 and R4.3 use arrow Type
D.

Arrows for Use on Regulatory Signs
SADC – RTSM – VOL 4

MAY 2012
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2.1.23

NOTES:
(1) This figure applies for Figures 2.12 to 2.19 in Chapter 2 and
Figures 3.2 to 3.5 in Chapter 3.

(3) Flashing yellow signal units vary considerably in dimension,
shape (they may be square with a circular lens) and size. The
hole size in the background (Z) will exceed 210 mm.

(2) The Type RE detail may be used with any high visibility
background. Only Type RE can be used for background
widths less than 1200 mm. The Type RF detail is not
recommended
with
plank
sign
construction.

Fig 2.21
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High Visibility Background Signs –
Use with Flashing Yellow Warning Signs
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2.1.24

NOTES:
DIN Style “B” lettering should be used but only very short
words will be possible.

(1) Text may be provided on mandatory command and
mandatory prohibition signs in accordance with the details
given above if no practical symbol can be devised for the
required message. This message should be limited to two
words.

(3) Words may be moved up or down, off centre on the sign, to
assist maximisation of letter size.

(2) The maximum possible value of “d” should be used. DIN 1451
Part 2 Style “A” uppercase lettering may be used for
operating speeds up to 80 km/h. For higher operating speeds

(4) This principle may also be used for conditional reservation
signs but the signs must be larger than the minimum size to
permit an adequate letter size.

Fig 2.22
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Dimension Details for Text Messages
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2.1.25

NOTES:
(1) The dimensions indicated by letter for the regulatory sign are
tabulated for each standard sign size on individual sign
pages.
(2) All dimensions are given in millimetres.
(3) The example shows permanent and temporary COMMAND
and PROHIBITION sign details. Other regulatory signs such
as CONTROL (e.g. NO ENTRY sign R3) or RESERVATION
signs may be specified.
(4) This type of HIGH VISIBILITY sign may be used when it is
required to combine a regulatory sign AND a text message
when the latter is greater than can reasonably be fitted onto a
supplementary plate.

Fig 2.23
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(5) Sign Type RG will most commonly be used for temporary
situations including road closures at which the message
"Road Closed" and a NO ENTRY sign R3 may be displayed.
This does not preclude its use for permanent messages.
(6) Courtesy messages may be provided in one letter size
smaller than given in the table, in which case up to 4 lines of
text may be used.

High Visibility Background Signs – Type RG

SADC – RTSM – VOL 4
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CONTROL

2.2.1

NOTES:

COLOURS:

1

PERMANENT & TEMPORARY
Border & legend:
White retroreflective
Background:
Red retroreflective

2
3
4
5
6

For details of sign use refer to SADC-RTSM
VOL 1, pages 2.2.1 to 2.2.5.
Dimensions tabulated below refer to the key
letters shown in the figure.
Minimum distance between STOP sign
segments of sign R1.1 is given by “k”.
Use DIN 1451 Part 2 Style “A” lettering.
This size for STOP-GO, scholar patrol, and R1.1
use only.
This size for use in bicycle environments only.

R1

R1.1

STOP SIGN
MAY 2012
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2.2.2

CONTROL
COLOURS:

NOTES:

PERMANENT & TEMPORARY
STOP segment:
As sign R1

1

YIELD segment:
Outer border:
Inner border:
Arrow:
Background:

2
White retroreflective
Red retroreflective
Black semi-matt
White retroreflective

3
4

For details of sign use refer to SADC-RTSM
VOL 1, pages 2.2.1 to 2.2.5.
For STOP segment of sign see page 2.2.1.
Side length of STOP segment given by “L”.
Use arrow Type “B” – see Figure 2.20.
Distance between STOP and YIELD segments
is given by “k”.

R1.2

STOP YIELD SIGN
REGULATORY

SADC – RTSM – VOL 4
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CONTROL

2.2.3

NOTES:

COLOURS:

1

PERMANENT & TEMPORARY
Border & legend:
White retroreflective
Background:
Red retroreflective

2
3
4
5

For details of sign use refer to SADC-RTSM VOL 1,
pages 2.2.1 to 2.2.5.
Dimensions tabulated below refer to the key letters
shown in the figure.
For STOP segment of sign see page 2.2.1.
Use DIN 1451 Part 2 Style “B” numerals.
The numeral “2” may be displayed for “all-way” STOP
conditions on intersecting one way roads.

R1.3

R1.4

ALL-WAY STOP SIGNS
MAY 2012

SADC – RTSM – VOL 4

REGULATORY

2.2.4

CONTROL
NOTES:

COLOURS:

1

TEMPORARY
STOP sign R1.5A:

As sign R1

GO sign R1.5B:
Border:
Background:
Legend:

Black semi-matt
Yellow retroreflective
Black semi-matt

2
3
4
5

For details of sign use refer to SADC-RTSM
VOL 1, pages 2.2.1 to 2.2.5.
For STOP sign R1.5A see page 2.2.1.
Use light weight materials for sign substrate.
Use DIN 1451 Part 2 Style “A” lettering.
See Section 2.9 – National Variants for
Portuguese version of sign R1.5B for use in
Angola and Mozambique.

R1.5A

R1.5B

GO SIGN
REGULATORY

SADC – RTSM – VOL 4

MAY 2012

CONTROL

2.2.5

NOTES:

COLOURS:

1

PERMANENT & TEMPORARY
Outer border:
White retroreflective
Inner border:
Red retroreflective
Background:
White retroreflective

2
3
4
5

For details of sign use refer to SADC-RTSM
VOL 1, page 2.2.6.
Dimensions tabulated below refer to the key
letters shown in the figure.
Outer and inner triangles are equilateral.
Trim off corners.
See also pages 2.22.6 and 2.2.7 and ensure
correct sign is supplied.

R2

YIELD SIGN
MAY 2012

SADC – RTSM – VOL 4

REGULATORY

2.2.6

CONTROL
NOTES:

COLOURS:
PERMANENT & TEMPORARY

1

YIELD segment:

As sign R2

2

“TO PEDESTRIANS”
segment:
Border and symbol:
Background:

White retroreflective
Red retroreflective

3
4

For details of sign use refer to SADC-RTSM
VOL 1, page 2.2.7.
This detail refers for the „TO PEDESTRIANS”
segment only.
For detail of YIELD segment see page 2.2.5.
Letter “H” refers to side length of YIELD sign R2.

R2.1

YIELD TO PEDESTRIANS SIGN
REGULATORY

SADC – RTSM – VOL 4

MAY 2012

CONTROL

2.2.7

NOTES:

COLOURS:

1

PERMANENT & TEMPORARY
Outer border:
White retroreflective
Inner border:
Red retroreflective
Background:
White retroreflective
Arrows:
Black semi-matt

2
3
4
5
6

For details of sign use refer to SADC-RTSM
VOL 1, pages 2.2.8.
Dimensions tabulated below refer to the key
letters shown in the figure.
Use arrow Type “A” as detailed on page 2.1.22.
Trim off corners.
See also pages 2.2.5 and 2.2.6 and ensure
correct sign is supplied.
May be used in mirrored form in Angola. See
VOL 1, Subsection 2.10.3.

R2.2
R2.2 – Ang(6)

YIELD AT TRAFFIC CIRCLE SIGN
MAY 2012

SADC – RTSM – VOL 4

REGULATORY

2.2.8

CONTROL
COLOURS:

NOTES:

PERMANENT & TEMPORARY
Border & legend:
White retroreflective
Background:
Red retroreflective

1
2

For details of sign use refer to SADC-RTSM
VOL 1, pages 2.2.9.
Dimensions tabulated below refer to the key
letters shown in the figure.

R3

NO ENTRY SIGN
REGULATORY

SADC – RTSM – VOL 4

MAY 2012

CONTROL

2.2.9

NOTES:

COLOURS:

1

PERMANENT & TEMPORARY
Border & arrow:
White retroreflective
Background:
Red retroreflective

2

For details of sign use refer to SADC-RTSM
VOL 1, pages 2.2.10.
Use arrow Type “D” – see Figure 2.20.

R4.1

R4.2

R4.3

ONE-WAY ROADWAY SIGN
MAY 2012

SADC – RTSM – VOL 4

REGULATORY

2.2.10

CONTROL
COLOURS:

NOTES:

PERMANENT & TEMPORARY
Border & symbol:
White retroreflective
Background:
Red retroreflective

1
2

For details of sign use refer to SADC-RTSM
VOL 1, pages 2.2.11.
Dimensions tabulated below refer to the key
letters shown in the figure.

R5

PEDESTRIAN PRIORITY SIGN
REGULATORY

SADC – RTSM – VOL 4

MAY 2012

2.2.11

CONTROL
NOTES:

COLOURS:

1

PERMANENT & TEMPORARY
Border:
Red retroreflective
Symbols:
Red retroreflective
and black semi matt
Background:
White retroreflective

2
3

For details of sign use refer to SADC-RTSM
VOL 1, pages 2.2.12.
Dimensions tabulated below refer to the key
letters shown in the figure
Use arrow Type “B” – see Figure 2.20.May be
used in mirrored form in Angola. See VOL 1,
Subsection 2.10.3.

R6
R6 – Ang(4)

YIELD TO ONCOMING TRAFFIC
MAY 2012

SADC – RTSM – VOL 4

REGULATORY

2.3.1

COMMAND
NOTES:

COLOURS:

1

PERMANENT
Border & figures:
Background:

2
3
4
5
6

For details of use refer to SADC-RTSM
VOL 1, page 2.3.1.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
To ensure the correct sign is supplied
check signs R201 and TR201.
Use “B MOD” style numerals.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.

TEMPORARY
Inner border
& figures:
Background
& outer border:

White retroreflective
Blue retroreflective

Black semi matt
Yellow retroreflective

R101

TR101

MINIMUM SPEED
MAY 2012

SADC – RTSM – VOL 4

REGULATORY

2.3.2

COMMAND
COLOURS:
PERMANENT
Border & figures:
Background:
TEMPORARY
Inner border
& figures:
Background
& outer border:

NOTES:
1
White retroreflective
Blue retroreflective

2
3

Black semi matt

4

Yellow retroreflective

5

R102
6

7

For details of use refer to SADC-RTSM
VOL 1, page 2.3.2.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
To ensure the correct sign is supplied
check signs R202 and TR202.
Use “B MOD” style numerals AND din
1451 Part 2 Style “B” letter “t”. One and
two digit values should use the same
numeral size.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.
This size option only available for use on
guidance signs.

TR102

VEHICLE EXCEEDING MASS ONLY
REGULATORY

SADC – RTSM – VOL 4

MAY 2012

2.3.3

COMMAND
NOTES:

COLOURS:

1

PERMANENT
Border & arrow:
Background:

2
3
4

5
6

7

For details of use refer to SADC-RTSM
VOL 1, page 2.3.3.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
To ensure the correct sign is supplied
check signs R104 to R109 and TR104 to
TR109.
Use Type “B” arrow as detailed on page
2.1.22.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.
This size for use on bollards only.

TEMPORARY
Inner border
& arrow:
Background
& outer border:

White retroreflective
Blue retroreflective

Black semi matt
Yellow retroreflective

R103

TR103

KEEP LEFT
MAY 2012

SADC – RTSM – VOL 4

REGULATORY

2.3.4

COMMAND
COLOURS:
PERMANENT
Border & arrow:
Background:
TEMPORARY
Inner border
& arrow:
Background
& outer border:

NOTES:
1
White retroreflective
Blue retroreflective

2
3

Black semi matt

4

Yellow retroreflective
5

R104

6

7

For details of use refer to SADC-RTSM
VOL 1, page 2.3.3.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
To ensure the correct sign is supplied
check signs R103, R105 to R109 and
TR103, TR105 to TR109.
Use arrow type “B” as detailed on page
2.1.22.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.
This size for use on bollards only.

TR104

KEEP RIGHT
REGULATORY

SADC – RTSM – VOL 4

MAY 2012

2.3.5

COMMAND
NOTES:

COLOURS:

1

PERMANENT
Border & arrow:
Background:

2
3
4

5
6

7

For details of use refer to SADC-RTSM
VOL 1, page 2.3.4.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
To ensure the correct sign is supplied
check signs R103 to R109 and TR103 to
TR109.
Use arrow type “B” as detailed on page
2.1.22.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.
This size for use on bollards only.

TEMPORARY
Inner border
& arrow:
Background
& outer border:

White retroreflective
Blue retroreflective

Black semi matt
Yellow retroreflective

R105

TR105

PROCEED LEFT ONLY
MAY 2012

SADC – RTSM – VOL 4

REGULATORY

2.3.6

COMMAND
COLOURS:
PERMANENT
Border & arrow:
Background:
TEMPORARY
Inner border
& arrow:
Background
& outer border:

NOTES:
1
White retroreflective
Blue retroreflective

2
3

Black semi matt

4

Yellow retroreflective
5

R106

6

7

TR106

For details of use refer to SADC-RTSM
VOL 1, page 2.3.4.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
To ensure the correct sign is supplied
check signs R103 to R109 and TR103 to
TR109.
Use arrow type “B” as detailed on page
2.1.22.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.
This size for use on bollards only.

TR101

PROCEED RIGHT ONLY
REGULATORY

SADC – RTSM – VOL 4

MAY 2012

2.3.7

COMMAND
NOTES:

COLOURS:

1

PERMANENT
Border & arrow:
Background:

2
3
4

5
6

7

For details of use refer to SADC-RTSM
VOL 1, page 2.3.4.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
To ensure the correct sign is supplied
check signs R103 to R109 and TR103 to
TR109.
Use arrow type “B” as detailed on page
2.1.22.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.
This size for use on bollards only.

TEMPORARY
Inner border
& arrow:
Background
& outer border:

White retroreflective
Blue retroreflective

Black semi matt
Yellow retroreflective

R107

TR107

PROCEED STRAIGHT ONLY
MAY 2012

SADC – RTSM – VOL 4

REGULATORY

2.3.8

COMMAND
COLOURS:
PERMANENT
Border & arrow:
Background:
TEMPORARY
Inner border
& arrow:
Background
& outer border:

NOTES:
1
White retroreflective
Blue retroreflective

2
3

Black semi matt

4

Yellow retroreflective
5

R108

6

For details of use refer to SADC-RTSM
VOL 1, page 2.3.5.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
To ensure the correct sign is supplied
check signs R103 to R109 and TR103 to
TR109.
Use arrow type “B” as detailed on page
2.1.22.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.

TR108

TURN LEFT
REGULATORY

SADC – RTSM – VOL 4

MAY 2012

2.3.9

COMMAND
NOTES:

COLOURS:

1

PERMANENT
Border & arrow:
Background:

2
3
4

5
6

For details of use refer to SADC-RTSM
VOL 1, page 2.3.5.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
To ensure the correct sign is supplied
check signs R103 to R109 and TR103 to
TR109.
Use arrow type “B” as detailed on page
2.1.22.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.

TEMPORARY
Inner border
& arrow:
Background
& outer border:

White retroreflective
Blue retroreflective

Black semi matt
Yellow retroreflective

R109

TR109

TURN RIGHT
MAY 2012

SADC – RTSM – VOL 4

REGULATORY

2.3.10

COMMAND
COLOURS:
PERMANENT
Border & symbol:
Background:
TEMPORARY
Inner border
& symbol:
Background
& outer border:

NOTES:
1
White retroreflective
Blue retroreflective

2
3

Black semi matt

4

Yellow retroreflective
5

R110

For details of use refer to SADC-RTSM
VOL 1, page 2.3.6.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
To ensure the correct sign is supplied
check signs R112 to R115 and TR112 to
TR115.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.

TR110

PEDESTRIANS ONLY
REGULATORY

SADC – RTSM – VOL 4

MAY 2012

2.3.11

COMMAND
NOTES:

COLOURS:

1

PERMANENT
Border & symbol:
Background:

2
3
4

5
6

For details of use refer to SADC-RTSM
VOL 1, page 2.3.7.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
To ensure the correct sign is supplied
check signs R112 to R115 and TR112 to
TR115.
Use “B MOD” style numerals.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.

TEMPORARY
Inner border
& symbol:
Background
& outer border:

White retroreflective
Blue retroreflective

Black semi matt
Yellow retroreflective

R112

TR112

CYCLISTS ONLY
MAY 2012

SADC – RTSM – VOL 4

REGULATORY

2.3.12

COMMAND
NOTES:

COLOURS:
PERMANENT
Border & symbol:
Background:
TEMPORARY
Inner border
& symbol:
Background
& outer border:

1
White retroreflective
Blue retroreflective

2
3

Black semi matt

4

Yellow retroreflective
5

R113

For details of use refer to SADC-RTSM
VOL 1, page 2.3.8.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
To ensure the correct sign is supplied
check signs R110 to R115 and TR110 to
TR115.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.

TR113

CYCLISTS AND PEDESTRIANS ONLY (WITHOUT BARRIER LINE)
REGULATORY

SADC – RTSM – VOL 4

MAY 2012

COMMAND

2.3.13

NOTES:

COLOURS:

1

PERMANENT
Border & symbol:
Background:

2
3
4

5

For details of use refer to SADC-RTSM
VOL 1, page 2.3.8.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
To ensure the correct sign is supplied
check signs R110 to R115 and TR110 to
Tr115.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.

TEMPORARY
Inner border
& symbol:
Background
& outer border:

White retroreflective
Blue retroreflective

Black semi matt
Yellow retroreflective

R113

TR113

CYCLISTS AND PEDESTRIANS ONLY (WITH BARRIER LINE)
MAY 2012

SADC – RTSM – VOL 4

REGULATORY

2.3.14

COMMAND
COLOURS:
PERMANENT
Border & symbol:
Background:
TEMPORARY
Inner border
& symbol:
Background
& outer border:

NOTES:
1
White retroreflective
Blue retroreflective

2
3

Black semi matt

4

Yellow retroreflective
5

R114

For details of use refer to SADC-RTSM
VOL 1, page 2.3.8.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
To ensure the correct sign is supplied
check signs R110 to R115 and TR110 to
TR115.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.

TR114

PEDESTRIANS AND CYCLISTS ONLY (WITHOUT BARRIER LINE)
REGULATORY

SADC – RTSM – VOL 4

MAY 2012

COMMAND

2.3.15

NOTES:
1
2
3
4

5

For details of use refer to SADC-RTSM
VOL 1, page 2.3.8.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
To ensure the correct sign is supplied
check signs R110 to R115 and TR110 to
TR115.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.

COLOURS:
PERMANENT
Border & symbol:
Background:
TEMPORARY
Inner border
& symbol:
Background
& outer border:

White retroreflective
Blue retroreflective

Black semi matt
Yellow retroreflective

R115

TR115

PEDESTRIANS AND CYCLISTS ONLY (WITH BARRIER LINE)
MAY 2012

SADC – RTSM – VOL 4

REGULATORY

2.3.16

COMMAND
NOTES:

COLOURS:
PERMANENT
Border & symbol:
Background:
TEMPORARY
Inner border
& symbol:
Background
& outer border:

1
White retroreflective
Blue retroreflective

2
3

Black semi matt
Yellow retroreflective

4

For details of use refer to SADC-RTSM
VOL 1, pages 2.3.9 and 2.3.10.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.

R116

TR116

MOTORCYCLES ONLY
REGULATORY

SADC – RTSM – VOL 4

MAY 2012

COMMAND

2.3.17

NOTES:

COLOURS:

1

PERMANENT
Border & symbols:
Background:

2
3
4

For details of use refer to SADC-RTSM
VOL 1, pages 2.3.9 and 2.3.10.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.

TEMPORARY
Inner border
& symbols:
Background
& outer border:

White retroreflective
Blue retroreflective

Black semi matt
Yellow retroreflective

R117

TR117

MOTOR CARS ONLY
MAY 2012

SADC – RTSM – VOL 4

REGULATORY

2.3.18

COMMAND
COLOURS:
PERMANENT
Border & symbols:
Background:
TEMPORARY
Inner border
& sybols:
Background
& outer border:

NOTES:
White retroreflective
Blue retroreflective

1
2
3

Black semi matt

4

Yellow retroreflective
5

R118
R118-Ang(5)

For details of use refer to SADC-RTSM
VOL 1, pages 2.3.9 and 2.3.10.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.
May be used in a mirrored form in Angola.
See Vol 1, Subsection 2.10.3.

TR118
TR118-Ang(5)

TAXIS ONLY
REGULATORY

SADC – RTSM – VOL 4

MAY 2012

COMMAND

2.3.19

NOTES:

COLOURS:

1

PERMANENT
Border & symbol:
Background:

2
3
4

5

For details of use refer to SADC-RTSM
VOL 1, page 2.3.9 and 2.3.10.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
To ensure the correct sign is supplied
check signs R120, R121, TR120 and
TR121.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.

TEMPORARY
Inner border
& symbol:
Background
& outer border:

White retroreflective
Blue retroreflective

Black semi matt
Yellow retroreflective

R119

TR119

MINIBUSES ONLY
MAY 2012

SADC – RTSM – VOL 4

REGULATORY

2.3.20

COMMAND
NOTES:

COLOURS:
PERMANENT
Border & symbol:
Background:
TEMPORARY
Inner border
& symbol:
Background
& outer border:

1
White retroreflective
Blue retroreflective

2
3

Black semi matt

4

Yellow retroreflective
5

R120

For details of use refer to SADC-RTSM
VOL 1, pages 2.3.9 and 2.3.10.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
To ensure the correct sign is supplied
check signs R119, R121, TR119 and
TR121 .
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.

TR120

MIDI-BUSES ONLY
REGULATORY

SADC – RTSM – VOL 4

MAY 2012

COMMAND
NOTES:
1
2
3
4

5

For details of use refer to SADC-RTSM
VOL 1, pages 2.3.9 and 2.3.10.
Dimensions tabulated below refer to the
key letters shown on page 2.1.3.
The enlargement factor is determined by
the dimension “a”.
To ensure the correct sign is supplied
check signs R119, R120, TR119 and
TR120.
See pages 2.1.14, 2.1.16, 2.1.18, 2.1.20
and 2.1.21 for HIGH VISIBILITY
applications.

2.3.21
COLOURS:
PERMANENT
Border & symbol:
Background:
TEMPORARY
Inner border
& symbol:
Background
& outer border:

White retroreflective
Blue retroreflective

Black semi matt
Yellow retroreflective

R121

TR121

BUSES ONLY
MAY 2012

SADC – RTSM – VOL 4

REGULATORY

